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 GYPSUM ADDED WITH LIGHT WEIGHT AGREGATES AND MINERAL REINFORCED WITH
FIBROUS MATERIAL, COATED WITH A LAYER OF FIBERGLASS FOR FLAME RETARDANT.
SP 1.5 CM (KNAUF TYPE, FIREBOARD MODEL)

 DOUBLE SOUND INSULATING MATERIAL LAYER MADE OF NATURAL FIBER KENAF
GAMMA HIBIAN (POLYESTER FIBERS) λ=0.036  SP 8 CM

 C SHAPE PROFILE IN GALVANIZED SHEET WITH RIBS TO REDUCE NOISE TRANSMISSION,
WHEELBASE 60 CM LENGHT, DIM. 5.0X7.5X5.0 CM SP 6MM (KNAUF MODEL MAGNUM
PLUS)

 REINFORCED CONCRETE PANEL WITH REINFORCEMENT MESH. DIMENSION 87.5X120X1.25
CM (KNAUF MODEL AQUAPANEL INDOOR) SET WITH CORROSION RESISTANT SCREWS;
JOINED WITH POLYURETHANE-BASED ADHESIVE (MODEL JOINT ADHESIVE). SP 1.25 CM

 THERMAL INSULATION SANDWICH RIGID PANEL, WITH FOAM
POLYISO =0.024 W/MK, 1.20X60X5 CM  (TYPE:STIFERITE GT)

Z PROFILE TO SET THE FIBROCEMENT PANEL AND
INSULATION PANEL, DISTANCE: 60 CM, SP 1MM
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IW 2. INTERNAL WALL/ GARAGE (HORIZONTAL SECTION) 
SCALE: 1/10
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