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WALL SECTION DETAIL
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REINFORCED CONCRETE SP 15 CM = 1.16 W/mK

RIGID FOAM INSULATION OF XPS. WHICH HAS A CLOSED CELL
STRUCTURE SP 7  = 0.025 W/mK

EXT. STONE CLADING

INT. STONE CLADING BY NATURAL HARD LIMESTONE
SP 25 MM = 1.7 W/mK

VAPOR BARRIER SP 5 MM = 0.23 W/mK

MORTAIR COMPOSED BY CEMENT AND SAND 1:8
SP 2 CM  = 1 W/mK

WATER PROOF LAYER AND ANTI-ROOT OF MODIFIELD BITUMEN SBS.
WITH REINFORCEMENT OF POLIESTER FIBER WITH NONSTICK FINISHING
SP 5 MM = 0.23 W/mK

PROTECTION AND GRAINAGE LAYER SIKA LAMP SD-8 COMPOSED BY
POLYPROPYLENE DRAINAGE AND POLYETHYLENE FILTER SP 95 MM = 0.025 W/mK
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DETAIL SECTION
SCALE: 1/10

PREFABRICATED CONCRETE PIECE

BRICK 9x12x24

CONCRETE SP 5 CM

PRODUCIDO POR UN PRODUCTO EDUCATIVO DE AUTODESK
P

R
O

D
U

C
I
D

O
 
P

O
R

 
U

N
 
P

R
O

D
U

C
T

O
 
E

D
U

C
A

T
I
V

O
 
D

E
 
A

U
T

O
D

E
S

K
PRODUCIDO POR UN PRODUCTO EDUCATIVO DE AUTODESK

P
R

O
D

U
C

I
D

O
 
P

O
R

 
U

N
 
P

R
O

D
U

C
T

O
 
E

D
U

C
A

T
I
V

O
 
D

E
 
A

U
T

O
D

E
S

K


