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Finishing of terrace and glass w
all installation
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For the construction of the terrace, w
e start

w
ith the vapour barrier, a polyethylene plastic

sheet placed in contact w
ith the slabs, on top

of it w
e w

ill place a layer of lean concrete to
m

ake the slope for w
ater evacuation, not m

ore
than 1-5%

. O
ver the slope form

ation w
e w

ill
place 

the 
insulation, 

20 
cm

. 
of 

expanded
polyestyrene rigid panels, they w

ill be not
fixed because the w

eight of the com
m

ing tiles
w

ill be enough to keep them
 on place in the

w
orst case. The next layer is the EPD

M
, the

w
aterproofing m

em
brane.

Both the  EPD
M

 and the vapour barrier are
going to continue along the parim

etral beam
and they are going to be fixed on the top of it
w

ith a screw
.

The glass w
all and the floor of the classes w

ill
be installated w

hen the terrace is done. O
n the

floor, after the placem
ent of the PU

R, placed
by proyection for preventing the joint and have
a better therm

ical insulation. O
ver the PU

R
w

e place the "G
rupo C

ecatherm
" floor heating

system
, based on a pipe net on the floor

betw
een the PU

R and the tiles, em
bedded on

concrete. At last, w
e place the tiles, glued to

the concrete.


