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The roof of the theater is m
ade w

ith prefabricated alveolar slabs w
ho

rest in the w
alls. O

n the perim
eter of the non-transitable roof there's

a sm
all beam

 like in the terrace.
O

ver the slabs there's a polyethylene plastic sheet as vapour barrier
along all the roof, the next layers are the slope form

ation, m
ade w

ith
lean concrete, the insulation (polyestirene rigid panels), the EPD

M
w

aterproofing m
em

brane and on the last layer w
e place gravel. The

gravel is too heavy and that's w
hy w

e don't need to fix the insulation
w

ith screw
s.

O
n the edge of the beam

 there's a w
ood board to fix w

ith struts the
alum

inum
 drip, this board is fixed to the beam

 w
ith som

e screw
s too,

fixing also the vapour barrier. To prevent w
ater penetration, w

e
overlap the EPD

M
 over the screw

 head.
Inside the building, for the acoustical conditioning for the theater,
there are rock w

ool panels installated, glued to the w
all ans to the

floor, and over them
, a piram

idal acoustic foam
 is placed to perform

the acoustic of the place.

For 
the 

fixation 
of 

the
insulation w

e use a screw
 w

ith
a dow

el, and for the finishing
of the external face of the w

all,
a reinforcem

ent fiberglass grid
is placed over the insulation
and the fixation screw

s.
At last a layer of plaster is
placed to finish the w

all.


