In- and external walls of light concrete (erected by crane)

Type of elements

T

M

F+U

Vertical B=0,60 m

0.10 mh/pcs

0.35 mh/pes

0,09 mh/pes

Horizontal H = 0,60

0.15 mh/pces

0,60 mh/pcs

0,60 mh/pes

Parapet

0,18 mh/pes

1,20 mh/pes

1,15 mh/pes

Bigelements <0.15m

0.20 mh/pes

1,00 mh/pes

1,00 mh/pes

Bigelements > 0,15 m

0,20 mh/pes

1,20 mhv/pces

1,20 mh/pes

Calculation of manhours
Pos.: Name
Date
Case
I
Activity: |[PERIMETRAL Reference: Unit Price
WALLS
Calc. Quant.:
|
Guiding time: 32,40
| add./red. 32,40
Add. Small quant. 0% 0,00
Total 32,40
conditions: Difficulty of the work 10% 3,24
Volume OK 0% 0,00
Weather / season (Winter 20% 6,48
distance 0 10% 3,24
Other No 0% 0,00
Total 45,36
Workrelated allowance:
Other No 0% 0,00
Total 45,36




Stairselements

Type of element

T

M

J

Straigth flight

0,20 mh/pes

0,80 mh/pes

0, 60 mly/pes

Curved flight

0,20 mh/pes

1,05 mh/pes

0, 60 mh/pes

Steps m form

0,15, mh/pes

0,48 mh/pes

0, 12 mh/pes

Loose steps

0,06 mh/pes

0,48 mh/pes

0,12 mh/pes

Calculation of manhours
Pos.: Name
Date
Case
I
Activity: STAIRS Reference: Unit Price
ELEMENTS steps
Calc. Quant.:
|
Guiding time: 45,00
| add./red. 45,00
Add. Small quant. 0% 0,00
Total 45,00
conditions: Difficulty of the work 10% 3,24
Volume OK 0% 0,00
Weather / season |Winter 20% 6,48
distance 0 10% 3,24
Other No 0% 0,00
Total 57,96
Workrelated allowance:
Other No 0% 0,00
Total 57,96




Slab-elements of light weight concrete

Length of element T M J
until 4 m 0.09 mh/ pes 0,15 mh/ pes 0, 07 mh/ pes
more than 4 m 0, 09 mb/ pes 0,16 mly/ pes 0, 10 mly/ pes

Calculation of manhours
Pos.: Name
Date
Case
I
Activity: STAIRS Reference: Unit Price
ELEMENTS
landinas
Calc. Quant.:
|
Guiding time: 18,60
| add./red. 18,60
Add. Small quant. 0% 0,00
Total 18,60
conditions: Difficulty of the work 10% 3,24
Volume OK 0% 0,00
Weather / season (Winter 20% 6,48
distance 0 10% 3,24
Other No 0% 0,00
Total 31,56
Workrelated allowance:
Other No 0% 0,00
Total 31,56




